


VRV IV heat pump

Daikin‘s optimum solution with top comfort

  Covers all thermal needs of a building via a single point of contact: 
accurate temperature control, ventilation, hot water, air handling 
units and Biddle air curtains

  Wide range of indoor units: possibility to combine VRV with stylish 
indoor units (Daikin Emura, Nexura, ...)

  Incorporates VRV IV standards & technologies: Variable Refrigerant 
Temperature, continuous heating, VRV configurator,  segment 
display and full inverter compressors, -side heat exchanger, 
refrigerant cooled PCB, new DC fan motor

  Free combination of outdoor units to meet installation space or 
efficiency requirements

  Available as heating only by irreversible field setting
  Contains all standard VRV features

Outdoor unit RYYQ/RXYQ T/T T T T T T T

Capacity range HP       
Cooling capacity Nom. kW . () / . () . () / . () . () / . () . () / . () . () / . () . () . ()
Heating capacity Nom. kW . () / . () . () / . () . () / . () . () / . () . () / . () . () . ()

Max. kW . () . () . () . () . () . () . ()
Power input - Hz Cooling Nom. kW . () / . () . () / . () . () / . () . () / . () . () / . () . () . ()

Heating Nom. kW . () / . () . () / . () . () / . () . () / . () . () / . () . () . ()
Max. kW . () . () . () . () . () . () . ()

EER kW . () / . () . () / . () . () / . () . () / . () . () / . () . () . ()
ESEER - Automatic . . . . . . .

ESEER - Standard . . . . . . .
COP at nominal capacity kW . () / . () . () / . () . () / . () . () / . () . () / . () . .

COP at maximum capacity kW . () . () . () . () . () . .
Maximum number of connectable indoor units  ()
Indoor index 
connection

Min.       
Nom.       
Max.       

Dimensions Unit HeightxWidthxDepth mm ,xx ,x,x
Weight Unit RYYQ/RXYQ kg / / / /
Fan Air flow rate Cooling Nom. m³/min       
Sound power level Cooling Nom. dBA     
Sound pressure level Cooling Nom. dBA     
Operation range Cooling Min.~Max. °CDB -~

Heating Min.~Max. °CWB -~.
Refrigerant Type R-A

Charge kg .  . . . . .
TCO₂eq . . . . . . .

GWP ,.
Piping connections Liquid OD mm . . .

Gas OD mm . . .
Total piping length System Actual m ,

Power supply Phase/Frequency/Voltage Hz/V N~//-
Current - Hz Maximum fuse amps (MFA) A     

Outdoor system RYYQ/RXYQ T T/T T T T T T T T/T T

System Outdoor unit module  T T T T T T
Outdoor unit module  T T T T T T T T T T

Outdoor unit module  - T T
Capacity range HP          
Cooling capacity Nom. kW . . . . . . . . . .
Heating capacity Nom. kW . . . . . . . . . .

Max. kW . . . . . . . . . .
Power input - Hz Cooling Nom. kW . . . . . . . . . .

Heating Nom. kW . . . . . . . . . .
Max. kW . . . . . . . . . .

EER kW . . . . . . . . .

ESEER - Automatic . . . . . . . . . .
ESEER - Standard . . . . . . . . . .
COP at nominal capacity kW . . . . . . . .
COP at maximum capacity kW . . . . . . . . .
Maximum number of connectable indoor units 
Indoor index 
connection

Min.          
Nom.          ,
Max.      , , , , ,

Piping connections Liquid OD mm . .

Gas OD mm . . .
Total piping length System Actual m ,

Current - Hz Maximum fuse amps (MFA) A   

RYYQ-T/RXYQ-T(9)

Up to m indoor unit 
height difference



   

Outdoor system RYYQ/RXYQ T T T T T T T

System Outdoor unit module  T T T T T
Outdoor unit module  T T
Outdoor unit module  T T

Capacity range HP       
Cooling capacity Nom. kW . . . . . . .
Heating capacity Nom. kW . . . . . . .

Max. kW . . . . . . .

Power input - Hz Cooling Nom. kW . . . . . . .
Heating Nom. kW . . . . . . .

Max. kW . . . . . . .
EER kW . . . . . .
ESEER - Automatic . . . . . . .
ESEER - Standard . . . . . . .
COP at nominal capacity kW . . . . .
COP at maximum capacity kW . . . . .
Maximum number of connectable indoor units 

Indoor index 
connection

Min.       
Nom. , , , , , , ,
Max. , , , , , , ,

Piping connections Liquid OD mm .
Gas OD mm .
Total piping length System Actual m ,

Current - Hz Maximum fuse amps (MFA) A  

Outdoor unit module for RYYQ combinations RYMQ T T T T T T T

Dimensions Unit Height/Width/Depth mm ,// ,/,/
Weight Unit kg    
Fan Air flow rate Cooling Nom. m³/min       
Sound power level Cooling Nom. dBA     
Sound pressure level Cooling Nom. dBA     
Operation range Cooling Min.~Max. °CDB -~

Heating Min.~Max. °CWB -~.
Refrigerant Type R-A

Charge kg .  . . . . .
TCO₂eq . . . . . . .

GWP ,.
Power supply Phase/Frequency/Voltage Hz/V N~//-
Current - Hz Maximum fuse amps (MFA) A     

() Nominal cooling capacities are based on: indoor temperature: °CDB, °CWB, outdoor temperature: °CDB, equivalent refrigerant piping: m, level difference: m. Data for standard efficiency series () 
Nominal cooling capacities are based on: indoor temperature: °CDB, °CWB, outdoor temperature: °CDB, equivalent refrigerant piping: m, level difference: m. Data for high efficiency series, Eurovent 
certified () Nominal heating capacities are based on: indoor temperature: °CDB, outdoor temperature: °CDB, °CWB, equivalent refrigerant piping: m, level difference: m. Data for standard efficiency series 
() Nominal heating capacities are based on: indoor temperature: °CDB, outdoor temperature: °CDB, °CWB, equivalent refrigerant piping: m, level difference: m. Data for high efficiency series, Eurovent 
certified () Actual number of connectable indoor units depends on the indoor unit type (VRV indoor, Hydrobox, RA indoor, etc.) and the connection ratio restriction for the system (% <= CR <= %) | The 
STANDARD ESEER value corresponds with normal VRV Heat Pump operation, not taking into account advanced energy saving operation functionality | The AUTOMATIC SEER value corresponds with normal 
VRV Heat Pump operation, taking into account advanced energy saving operation functionality ( variable refrigerant temperature control operation) | Contains fluorinated greenhouse gases

RYYQ-T/RXYQ-T()

FVXG-K
Nexura

FXFQ-A
VRV indoor unit

FXSQ-A
VRV indoor unit

FTXG-LW
Daikin Emura

BPMKS967A2

Connectable indoor units

BPMKS box needed to connect RA indoors to VRV IV (RYYQ-T and RXYQ-T(9))

15 CLASS 20 CLASS 25 CLASS 35 CLASS 42 CLASS 50 CLASS 60 CLASS 71 CLASS

Daikin Emura –  Wall mounted unit
FTXG20LW 
FTXG20LS

FTXG25LW
FTXG25LS

FTXG35LW
FTXG35LS

FTXG50LW
FTXG50LS

Wall mounted unit CTXS15K FTXS20K FTXS25K
FTXS35K
CTXS35K

FTXS42K FTXS50K FTXS60G FTXS71G

Nexura –  Floor standing unit FVXG25K FVXG35K FVXG50K

Floor standing unit FVXS25F FVXS35F FVXS50F

Flexi type unit FLXS25B FLXS35B9 FLXS50B FLXS60B
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